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Everett 20"-22"Contractors Model

For Cutting UP to 6" Pipe and Conduit
This rugged but portable, Everett model was specially
designed for the job site. The Contractor’s Model comes com-
plete with magnetic starter, stand and foot pedal operated
vise. The special high-torque motor is totally-enclosed and fan
cooled. Shipping weight 360 lbs.

COMPLETE with motor, magnetic starter, “V” shaped chain
holdown vise, steel stand ( specify H.P., voltage/ phase/hertz when
ordering SEE CHART BELOW) .................................................5200EF
24" work length gage (see page 17) ..........................................529401
Air operated “V” shaped chain holdown vise ..............................529410
Adjustable outboard support.......................................................529403

HORSEPOWER AND VOLTAGE CODE
FOR HORSEPOWER REPLACE “E” WITH 

4 = 7 1/2 H.P. 5 = 10 H.P.

FOR VOLTAGE REPLACE “F” WITH 
1 = 230/1/60 AVAILABLE ONLY WITH 7 1/2 HP

2 = 208/3/60      3 = 230/3/60
4 = 380/3/50      5 = 460/3/60

7 = 575/3/60

CALL FOR OTHERS

20"-22" Wet Miter Cut-Off
COMPLETE with 20 H.P. TEFC motor, magnetic starters with 110

volt at the pushbuttons, air operated chain holdown vise,
coolant tray settling tank and pump ( specify voltage/phase/hertz
when ordering (USE VOLTAGE CHART ABOVE) . . . . . . . . . .20116F

COMPLETE as above with hydraulic power head  . . . . . . . .20316F
COMPLETE with 20 H.P. TEFC motor, magnetic starters with 110

volt at the pushbutton, OSCILLATION, air operated chain
holdown vise, coolant tray settling tank and pump (specify volt-
age/phase/hertz when ordering USE VOLTAGE CHART
ABOVE)  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .20136F

COMPLETE as above with hydraulic power head  . . . . . . . .20336F
COMPLETE as above with electronic wheel wearcompensator  .20536F

Special Wire Rope Cut-Off
This machine is built so that heavy wire rope does not have to be lift-
ed to normal table height. The machine is equipped with casters to
make location change easy and a foot pedal operated chain holdown
vise to securely hold the wire rope while it is being cut. All models are
standard with a magnetic starter.

14”-16” Wire Rope Cut-off Saw COMPLETE with magnetic starter
“V” shaped chain hold down foot pedal operated vise (specify H.P.,

voltage/phase/hertz when ordering USE CHART ABOVE)  . . . . .5300EF
20"-22" COMPLETE AS ABOVE  . . . . . . . . . . . . . . . . . . . . . . . . . .5400EF
26" ALSO AVAILABLE. CALL FOR INFO.

Prices and design subject to change without notice.See page 9 for additional specifications




